19990728.ba vO2_n620.bam.990728 


>From ???@??? Thu Jul 29 02:29:34 1999 

Message-Id: <199907281801.d6S11u015729@sco.theporch. com> 
Date: Wed, 28 Jul 1999 13:01:18 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2620 


BOATANCHORS Digest 2620 
Topics covered in this issue include: 


1) Re: Radiation Hazard 
by "Benjamin D. Hall" <kd5byb@WT.NET> 
2) Re: [R-390] R-390 Covers in process 
by "Dan 'Hank' Arney" <kn6di@groupone.net> 
3) Re: Radiation Hazard 
by AAFRadio@erols.com 
4) Hammarlund SP-600-JX26, etc. for sale. 
by "Meir Ben-Dror" <mbendror@villagenet.com> 
5) Re: Radiation Hazard 
by Al Klase <skywaves@bw.webex.net> 
6) Measurements Corp. 65-B 
by cswiger <cswiger@wilma.widomaker.com> 
7) Tube Collectors News - at the AWA meet - Rochester, NY 
by "John Dilks, K2TQN" <oldradio@worldnet.att.net> 
8) Interface adaptors for the R-1274/GRC-129 and a manual plea.... 
by Tom Norris <badger@telalink.net> 
9) Eldico (RELiant) S-118 Comm. System 
by K1HC@aol.com 
10) Re: Radiation Hazard 
by AAFRadio@erols.com 
11) Re: Radiation Hazard 
by Lenox Carruth <carruth@geo-thermal.com> 
12) Stirling Engine Power ?? 
by "Herbert M. Rosenthal" <herbrose@lobo.net> 
13) Re: Interface adaptors for the R-1274/GRC-129 and a manual plea.... 
by Ray Vasek <w2ec@ibm.net> 
14) Re: Interface adaptors for the R-1274/GRC-129 and a manual plea.... 
by mbendror@villagenet.com 
15) Re: Radiation Hazard 
by Al Klase <skywaves@bw.webex.net> 
16) ADMINISTRIVIA: Posting Admin Requests 
by listown@jackatak.theporch.com (Mail List Owner) 
17) Re: Eldico (RELiant) S-118 Comm. System 
by thompson@mindspring.com 
18) FS: AN/PRC-77 


by Rich Force <bhabooks@together.net> 
19) Re: Eldico (RELiant) S-118 Comm. System 
by "Brickey, Peter" <peter.brickey@compaq.com> 


Message-Id: <3.0.32.19990727193714 .007d4c20@mail.wt.net> 
Date: Tue, 27 Jul 1999 19:55:32 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Benjamin D. Hall" <kd5byb@WT.NET> 

Subject: Re: Radiation Hazard 

Cc: boatanchors@theporch.com 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


>I suspect that 
>the only way to be harmed is to dis-assemble the meter and abrade and 
>breathe the dust, or perhaps lap the dial! 


There has been a lot of discussion in the past on this very topic, with 
some very knowledgable people contributing. You've hit the nail on the 
head - most radioactive material, as long as you don't breathe it or ingest 
it, isn't going to do you much harm. 


However, it isn't a bad idea to limit your exposure - for instance, I had a 
once-luminous tipped toggle switch that used to be on the R-366/TRR-5 I 
sold a while ago. (it was a mod which I removed) Since it was 
non-original, I got rid of it. But, I'm not going to remove the meters out 
of my R-390 series units, but I won't sleep with my head (or other 
suseptabile body parts!) near them, either... 


Just my few cents worth... 


73, 

Ben 

Benjamin D. Hall, KD5BYB, Engine and radio collector / operator. 
Located in Houston, Texas, USA. 

e-mail: kd5byb@WT.net, web: x*xxdown for refurbishment*xxx« 

"An ye harm none, do what ye will." 


Message-ID: <379E5978.DE96DCEC@groupone.net> 

Date: Tue, 27 Jul 1999 18:14:32 -0700 

From: "Dan 'Hank' Arney" <kn6di@groupone.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: tbigelow@pop.state.vt.us, BASWAPLIST <baswaplist@foothill.net>, 
Collins List <collins@qth.net>, 


Old Tube Radios <boatanchors@theporch.com>, 
"r-390@qth.net" <r-390@qth.net> 
Subject: Re: [R-390] R-390 Covers in process 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Well Gang, The Utah-Colorado UT-CO plates start getting a lye bath and 
alodine tomorrow. Bottom covers are being punched and bent. 


I am in the process of having my 16 front panels run through a 
time-saver to remove the paint and smooooth them out to have powder 
coated and then silk-screened. The engraved panels will now be MIL-Spec 
silk screened and baked on both sides. I am going to have half done in 
white lettering and half in black. One that I will keep in Red just for 
the heck of it. About $80.00 a piece plus packing and shipping if there 
is any interest. Panels must not have ANY hardware on them, must be flat 
and no deep gouges or dings. I can have them TIG welded to fill and 
light grinding before the trip through the Time-saver. Any additional 
work on the panel is to your Account. We will be able to accommodate 
those panels with the diode load hole on the front panel. If you have 
original S/N tags we can metal stamp them on the masked ground spots on 
the rear and in the tag spot on the front if you are up tight about 
getting the same exact panel back. 


If anybody is interested in having a black panel with white or red 
lettering it can be done. Will have to check on the cost. and that will 
depend on how many have a desire to be different. 


The Gray color is going to be the nearest overall average of the 16 
panels that I have. We will not have enough panels to come up with a 
custom color mix of 1000 pounds of material. DO NOT ASK!! The panels 
will have the three required bare grounding locations on the rear panel. 


My other project is to remove all of the XFMRS from the RF deck and run 
the deck through my ultra-sonic cleaner to get all of the what ever off 
of them. Then clean the XFMR cans and de-oxit the sockets and pins with 
De-oxit 5DL. and will treat with De-oxit Gold if my dealer gets it in. 
Still on back order. 


I ask one favor if you are going to reply to this long winded post 
please do not re-quote it as I am fully aware of the contents and the 
long replies are filling up my 16 gig of HD space. 


May have an answer to naming of UTAH plates tomorrow. 


Hi es 73 
Hank 


From: AAFRadio@erols.com 

Message-ID: <379E669E.89F7B867@erols.com> 
Date: Tue, 27 Jul 1999 22:10:38 -0400 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: Radiation Hazard 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Richard Brunner wrote: 

> Anyway, none of 

> my BA's show any radioactivity, including two GRC-9's, two ART-13's, and 
> some "Intended to glow in the dark" meters. 


As Ben mentioned, this has been discussed a number of times. Between 
the two extremes of radiation hazard and nada, much of the WWII aircraft 
meter marking was with a fluorescent material that is neither 
radioactive nor harmful (unless you swallowed a gallon of it.) It 
responds to UV light, has an afterglow of several seconds to several 
minutes, and is basically the same as the fluorescent material you see 
on the face of most P7 oscilloscopes - especially the HP variations. 
There are several sources for paint to touch up aging markings of this 
sort. The best way to make sure before you start fiddling with it is 
with your geiger counter. The ART-13 had meter markings that "look" 
radioactive or fluorescent, but I've never run into any of the meters 
that actually glowed under ultraviolet until the very last years of 
construction. Still don't quite understand the requirements protocol 
that resulted in this on the one extreme and a contemporary ARC-5 suite 
that has wonderful blue=green glows from all sorts of its dials. 
Another one of those military mysteries... 


73, 
Mike Hanz KC4TOS 


From: "Meir Ben-Dror" <mbendror@villagenet.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Hammarlund SP-600-JX26, etc. for sale. 
Date: Tue, 27 Jul 1999 23:03:46 -0400 
Message-ID: <000701bed8a5$cee721d0$0291cOcO@meir-s_nt4.villagenet.com> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 
Content-Transfer-Encoding: 7bit 


Greetings list members, 


In my continuing effort to make room in my shack so I can sit down there and 
operate my equipment, I still have to sell some redundant/duplicate 
equipment. 


Here is the list: 


1. Hammarlund SP-600-J3X26, military contract, Mil. ID plate R-524/FRR 
(ex-USAF). Good condition, I aligned it 4 years ago, used 
it occasionally. Rack mount. $375, with copy of the manual. 


2. Johnson Viking II with the VF-122 VFO - w/ manuals: $200 (if separate, 
the Viking II is $175 and the VFO is $45). Good condition. VFO has 
non-Johnson knobs and paint (on case only). 


3. QTY( 2) Eimac SK-831 sockets with SK-806 chimneys (for 4CX1000 and 
4CX1500 tubes). $250 for all, single tube socket/chimney 
$150 each (Richardson Electronics sells the socket for $874!). The 
sockets were used for a_ short time in a test jig to measure the 
combined capacitance of the tubes and the socket. 


Prices do not include shipping. 
Thanks, 


73, Meir WF2U 


Message-ID: <379E7970.26CF712F@bw.webex.net> 
Date: Tue, 27 Jul 1999 20:30:56 -0700 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Radiation Hazard 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I do know there were small ultra-violet "instrument" lights used to 
illuminate some of this stuff. 


AAFRadio@erols.com wrote: 
Pastdvesd The ART-13 had meter markings that "look" 


radioactive or fluorescent, but I've never run into any of the meters 
that actually glowed under ultraviolet until the very last years of 
construction. Still don't quite understand the requirements protocol 
that resulted in this on the one extreme and a contemporary ARC-5 suite 
that has wonderful blue=green glows from all sorts of its dials. 
Another one of those military mysteries... 


VV VV VV 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Date: Wed, 28 Jul 1999 04:29:28 -0400 (EDT) 

From: cswiger <cswiger@wilma.widomaker.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Measurements Corp. 65-B 

Message-ID: <Pine.BSF.3.96.990728042609 .8347C-100000@wilma.widomaker.com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Anchorites: 


In our never ceasing quest to obtain quality gear 
at bargain rates (yeah,hahah!), what was originally touted 
as a Boonton Measurements Model xxx frequency generator in 
working condx has, due to a slip up in shipping, transmuted 
into a Boonton model 65-B, s/n 1274 in ‘used repairable' 
condx. Not wanting to unduly overburden ups with this crud 
I decided to make a project out of the hulk. Closer examination 
reveals that this once fine example of a great pice of test 
gear is still mostly in descent shape, only the power supply/af 
modulator looks like it was 'repaired' by a not ready for 
prime time tech who gave up. 


There's what looks like a special circuit for a tube filament 

in the output module - AC goes to an xformer mounted on the back 
cover, the second'y of which goes thru some ballast/light bulb, 
a globe shaped 'Amperite 3A10B', then thru something about the 
size of an M80, then to a paralleled cap and pot to ground, and 
finally pin 7 of the 6H6 tube filament, with pin 2 grounded. 

Not sure what the deal with all that is. 6H6 is a twin diode, 
possibly for the output meter? 


There are three other connection to the ps/mod unit - 6.3 is 


obvious on one end of the terminal strip (a 6V battery warms 
it up nicely), then there's a small wire in the middle of 

the strip and another filiment wire size one on the other end. 
The one in the middle shows about 140 ohms to the plate (pin 8) 
of a tester OK'd 6AG7. The one on the end about 70 ohms to the 
plate of a tested 6SK7. Can only guess what voltages they get, 
and that that's where the AF mod is inserted. 


Any clues on those last two, as well as any comments, suggestions, 
jeers, etc. are most welcome. 


However the neat little motor whirrs in one direction and 
clunks along in the other! (AC 6.3 this time) You don't find 
that nice feature on low end generators - just push a button 
to cruise up and down the band, then fine tune with the knob 
once your in the ballpark. The whole tuning tuning mechanism 
and dial look and feel tight and precise - if I can get it to 
oscillate we'll find out if it really is. 


Chuck 
kb4new 
cswiger@widomaker.com 


Message-ID: <379ED553.7F1iF@worldnet.att.net> 

Date: Wed, 28 Jul 1999 06:02:59 -0400 

From: "John Dilks, K2TQN" <oldradio@worldnet.att.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Tube Collectors News - at the AWA meet - Rochester, NY 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


To all, 


For those planning to attend the AWA Conference at Rochester, here's 
some advance scoop: 


The Tube Collectors Association (TCA)-sponsored Tube Session is on 
Thursday at 3 PM. 


Note: AWA has moved the Tube Auction to Thursday evening to relieve the 
Friday main auction. 


A new category, "Tubes," has been added to the Equipment Contest; it 
allows for display of any tube or collection of tubes that's of historic 
significance. (I hope that we see lots of entries in this class!) 


TCA will have a table next to John Dilks' mobile museum in the 
flea-market area on Wednesday. (Be sure to tour the museum!) 


We'll be inside the Marriot, in the Book Fair section, on Thursday and 
Friday. 


Please forward this to anybody who you think can use it. 


Best wishes, Ludwell Sibley 
mailto:tubelore@internetcds.com 


73' John Dilks, K2TQN 


Webmaster for Antique Wireless Information xx New xx 
http: //www.eht.com/oldradio/awa 
-=and=- 
for the New Jersey Antique Radio Club 
http: //www.eht.com/oldradio 


Please visit my OldRadio Museum 
http: //www.eht.com/oldradio/museum 


Message-Id: <3.0.5.32.19990728051108 .007bb100@mail1.telalink.net> 

Date: Wed, 28 Jul 1999 05:11:08 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Tom Norris <badger@telalink.net> 

Subject: Interface adaptors for the R-1274/GRC-129 and a manual plea.... 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Since the R-1274/GRC-129 variant is demanding "collectors" prices 


because of its rarity ( regardless of it not working any differently than 

a regular 390A without the boxen ) I was wondering if anyone who may 

have one of these RX can give me some sort of detail as to the construction 
of the adaptors that are plugged into the osc circuits for connection of the 
external synthesizer boxes? I have the boxes, just not the special collectors 
edition 390A that goes with them. heehee. 


Saw the adptors only for sale on Ebay a few months ago for more than 
the cost of an R-390!!!! Probably went on someones "collection" shelf, 
or maybe in all fairness, did get used, dunno. 


[Hey Mac Mc. Do you have any info on these components????] I may be able 

to talk a local machine shop into doing me a batch, as I have heard they are 
simply machined metal with a relay inside. Anyone have the circuit details 
of the things? 


Then again, there are a couple of folks out there with the genuine R-1274 that 
I need to make some cash offers on, some day, when I get cash. Gotta save 
for a house right now. :-) 


Oh, and would the person that offered me the manual copies for the synths 
please get back with me? 


73 all 


Please visit The Mil List for info on military communications gear: 
HTTP: //www.telalink.net/~badger/millist/mi.html 


Click on the "Online Manuals..." link for a few 
manuals in PDF format. More to be added 
as time goes by. 


ANY and ALL Contributions Welcome. 
KAKA KIKI IK KA KIKI AK IKI IA KIA IKI IK III IKI IK IKI IK IK IKI IK I 
Tom Norris KA4RKT 

badger@telalink.net Nashville, Tennessee, USA 


From: K1HC@aol.com 

Message-ID: <b50d72c5.24d03765@aol.com> 
Date: Wed, 28 Jul 1999 06:37:25 EDT 

Subject: Eldico (RELiant) S-118 Comm. System 


To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


I'm looking for the original main tuning knobs for the transmitter and 
receiver. The prior owner (now a SK) replaced them with Raytheon spinner 
knobs. Also, if anyone has any comments on this Collins S-Line "knock off" 
I'd appreciate it (e.g., history, technical, operatning info). Thanks! 


73, 


Dick, K1HC 


From: AAFRadio@erols.com 

Message-ID: <379EDF5D.EA5B1C97@erols.com> 
Date: Wed, 28 Jul 1999 06:45:49 -0400 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Radiation Hazard 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Al Klase wrote: 
> I do know there were small ultra-violet "instrument" lights used to 
> illuminate some of this stuff. 


Al's quite right, as usual. I have several different varieties in the 
basement flight deck, but they all derive from two different designs. 
Early war UV lights contained a 4W 115VAC 6" fluorescent lamp that 
required (at least in the AAC aircraft, which seem to have received 400~ 
much later than the Navy) a vibrator power supply that incidentally also 
put out 3vac for the pesky oddball Bendix nav control box lights. The 
Navy had 800~, then 400~ much earlier, so they had no such need. The 
problem with the "long" lamps was placement - Navy types were typically 
on a gooseneck, the AAC types fixed except for rotation of a window in 
the cylindrical filter. The problem with them was it was hard to direct 
the light where one needed it in an emergency, not to mention the 
unwieldy size of the blamed things. As a result, a smaller cockpit 
light was designed that had three different degrees of freedom, and was 
even mounted on the yoke in some aircraft. Used 28VDC directly, with a 
start position on the dimmer rheostat to get things going plasma-wise. 
(Does anyone have any of those rheostats in their junk box?) 


At any rate, with the UV lamps it wasn't as necessary to install 
radioactive instruments, and you'll see them only sporadically in the 
radar sets and an occasional altimeter or the like. However, there 


doesn't seem to have been a comprehensible design protocol that called 
for their use in specific situations, or at least not one that I've been 
able to find. 


73, 
Mike Hanz KC4TOS 


Message-ID: <379EF8C9.65B350DB@geo0-thermal . com> 
Date: Wed, 28 Jul 1999 07:34:17 -0500 

From: Lenox Carruth <carruth@geo-thermal.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Radiation Hazard 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Actually, a lot of the instruments that were UV illuminated were also 
radioactive for some reason. My aircraft, a 1957 O-1E (L-19E), has a 
mixed bag. Some radioactive, some not. It also has UV illumination. 


The master navigation compasses used in WW-II era bombers are quite 
radioactive although they don't glow anymore. Also, almost all of the 
bubble sextants are very radioactive. A radiation detector of some sort 
is the only true test to determine if markings are radioactive since 
most of the old stuff no longer glows. Apparently, the phosphor loses 
its poop after a while. 


Lenox Carruth Dallas, TX carruth@geo-thermal.com 
Collector of WW-II Communications Equipment and Memorabilia 


Wanted: TBX accessories, GY-11, WW-II era Sextant 


Message-ID: <379FQBEB.468E@lobo.net> 

Date: Wed, 28 Jul 1999 07:56:52 -0600 

From: "Herbert M. Rosenthal" <herbrose@lobo.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Stirling Engine Power ?? 

Content-Type: text/plain; charset=us-ascii 


Content-Transfer-Encoding: 7bit 


I am reading an interesting book from the '70s that chronicles the 
development and application of the Stirling, or external combustion 
engine, starting in the 1800s, and its applications. Seems that the 
Dutch Phillips corporation was very active in development of quiet 
generators, using this engine, starting before WW II; they supposedly 
hid the development work from the Germans, but eventually destroyed the 
work before it fell into enemy hands. They resumed development and 
production after the war. In the 1950s I believe there was severe 
flooding in the Netherlands, and the use of these generators allowed 
hams and others to establish communications when normal power failed. 


Stirling engines were picked up by GM after the war, and they invested 
heavily in both their own development and in Phillips' work. They 
actually produced a few cars with the engine. It was finally dropped, as 
the weight-per horsepower and complexity of these engines is supposedly 
horrible when compared to the lower efficiency internal combustion 
engines we know. 


In a word, the Stirling (sometimes called the hot gas engine) works by 
an oscollating gas displacement within sealed chambers-the engine has a 
heated end and a cooled one (ambient), and from this, linear power may 
be derived, and converted to rotary power with a crank and flywheel. One 
may burn anything to heat the hot end-dung, wood, etc. 


There's also a small thread to the US military, but not much. 


Which leads me to ask the BA gang whether anyone has had first-hand 
experience with the Stirling-driven generators, and cares to share it 
with us. 


Also, there is mention of a linear-stroke generator.. anyone know of 
these? 


Cogent to the group as it was/is a source of power for vacuum tube 
equipment. 


Herb Rosenthal W5AN 


Message-ID: <379FQF11.FB22B01F@ibm.net> 

Date: Wed, 28 Jul 1999 10:09:21 -0400 

From: Ray Vasek <w2ec@ibm.net> 

MIME-Version: 1.0 

CC: Old Tube Radios <boatanchors@theporch. com> 


Subject: Re: Interface adaptors for the R-1274/GRC-129 and a manual plea.... 


Content-Type: text/plain; charset=us-ascii 


Content-Transfer-Encoding: 7bit 
To: Old Tube Radios <boatanchors@theporch.com> 


I keep seeing R-1274/GRC-129 referenced, yet the tag on mine, (I'm looking at it 
at this moment), reads R-1247/GRC-129. Is the R-1274 just a typo on someones 
part that is being carried over in these e-mail messages (like the Bristo typo 
from an old Collins manual where Bristol should have been typed instead) or is 
there really both a R-1274/GRC-129 and a R-1247/GRC-129. If so, what are the 
differences? 


73, Ray W2EC 
Tom Norris wrote: 


Since the R-1274/GRC-129 variant is demanding "collectors" prices 

because of its rarity ( regardless of it not working any differently than 

a regular 390A without the boxen ) I was wondering if anyone who may 

have one of these RX can give me some sort of detail as to the construction 
of the adaptors that are plugged into the osc circuits for connection of the 
external synthesizer boxes? I have the boxes, just not the special collectors 
edition 390A that goes with them. heehee. 


VV VV VV VV 


Date: Wed, 28 Jul 1999 10:22:10 -0400 (EDT) 

From: mbendror@villagenet.com 

Message-Id: <199907281422 .KAAQ05378@vnet.villagenet.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

Subject: Re: Interface adaptors for the R-1274/GRC-129 and a manual plea.... 
Content-Transfer-Encoding: 7bit 


It's R-1247/GRC-129. The tag on mine says so too. I guess it's a typo in the 
posting... 


73, Meir WF2U 


Quoting Ray Vasek <w2ec@ibm.net>: 


> I keep seeing R-1274/GRC-129 referenced, yet the tag on mine, (I'm looking 
> at it 

> at this moment), reads R-1247/GRC-129. Is the R-1274 just a typo on 

> someones 

> part that is being carried over in these e-mail messages (like the Bristo 
> typo 


from an old Collins manual where Bristol should have been typed instead) or 
is 

there really both a R-1274/GRC-129 and a R-1247/GRC-129. If so, what are 
the 

differences? 


73, Ray W2EC 


Tom Norris wrote: 

> 

> Since the R-1274/GRC-129 variant is demanding "collectors" prices 
> because of its rarity ( regardless of it not working any differently than 
> a regular 390A without the boxen ) I was wondering if anyone who may 

> have one of these RX can give me some sort of detail as to the 
construction 

> of the adaptors that are plugged into the osc circuits for connection of 
the 

> external synthesizer boxes? I have the boxes, just not the special 
collectors 

> edition 390A that goes with them. heehee. 


VV VVV VV VV VV VV VV VV VV VV 


Message-ID: <379F16FC.CO9AQO5AE@bw.webex.net> 
Date: Wed, 28 Jul 1999 07:43:08 -0700 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Radiation Hazard 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Lenox Carruth wrote: 

>... A radiation detector of some sort 

> is the only true test to determine if markings are radioactive since 

> most of the old stuff no longer glows. Apparently, the phosphor loses 
> its poop after a while. 


Lenox is, of course, right; but once you pick up on the orangeish-brown 
color signature of the burned out radium paint it's real easy to spot 
without a Geiger counter. 


73% 
Al 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Message-Id: <199907281615.d6SGF1106221@jackatak.theporch. com> 
From: listown@jackatak.theporch.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: Posting Admin Requests 

Date: Wed, 28 Jul 99 11:15:01 CDT 


Gang- 


Please accept this periodic posting as it is intended: 
A suggestion that will help everyone on the list... 


If there is a problem with your email, i.e., the list suddenly stops coming 
to you, or if you have problems with someone else's mail, PLEASE address 
any questions to, and seek help from: 


listown@jackatak.theporch.com 


There is really no one on the list who can help you with a problem, 
and if I don't happen to see your post, nothing will happen, except 
you may irritate the other list members... needlessly. 


This is xespeciallyx true of the "XXXX YYYYY your mail is bouncing, please 
send me a good address" 


If your mail to this person is bouncing, in all likelihood, either you 
have the address a bit wrong, or s/he isn't receiving mail from ANYWHERE 
xespeciallyx not from the list, which is delivered as "Bulk!" 


Treat the list as a symposium. 

In such an environment, with many folks attending who have paid to be 
here, it is unlikely you would take up the symposium's resources to 
solve an individual problem with your seating... 


So, if you encounter a problem, PLEASE remember to send your questions 
to me, the one person who can help, at: 


listown@jackatak.theporch.com 


Thanks for your attention 


73 
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - - 


listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 
"Il n'y a que les idiots qui ne changent jamais d'idee" 
Wed Jul 28 11:15:01 CDT 1999 


From: thompson@mindspring.com 

Message-ID: <007801bed916$edd01ea0$454c56d1@default> 
To: Old Tube Radios <boatanchors@theporch.com> 

Cc: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: Eldico (RELiant) S-118 Comm. System 
Date: Wed, 28 Jul 1999 12:33:30 -0400 


The Eldico line consists of a receiver, transmitter, power supply for the TX 
and station console. Plus all cabling to interconnect the pieces. Please 
don't call it a Collins "knock off." Don Merten K2AAA (SK in 1995) was the 
owner of Eldico. The specs came directly from DOD for mainly MARS stations. 
Eldico made 1600 sets for the Mars contract and had the right to sell the 
equipment in the amateur market. He made a few units (sold thru Harvey and 
Henry) and gave up. Collins did try to sue but since Don had the military 
contract the suit fell flat. In about 1 year Heath introduced the SB-300 
series which effectively killed the Collins S-Line anyway. Gear was made 
in 1961 and 2. 


I hope you have the system manual. Its more flexible in switching between 
transceive than Collins (RX, TX transceive) and did not have the limited 
passband split. The tuning does get very stiff and the alignment must be 
done by the manual or the transceive freq will be several hundred Hz apart. 
73 Dave K4JRB 


> I'm looking for the original main tuning knobs for the transmitter and 

> receiver. The prior owner (now a SK) replaced them with Raytheon spinner 
> knobs. Also, if anyone has any comments on this Collins S-Line "knock 
off" 


> I'd appreciate it (e.g., history, technical, operatning info). Thanks! 
> 

> 73, 

> 

> Dick, K1HC 

> 


Message-Id: <4.2.0.58.19990728174959 .009a13b0@pop. together.net> 
Date: Wed, 28 Jul 1999 18:02:09 +0000 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Rich Force <bhabooks@together.net> 

Subject: FS: AN/PRC-77 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hello all, 


I have a very nice AN/PRC-77 backpack unit I would like to sell. It comes 
with Manuals, an External Speaker, Rechargeable Battery, Battery Tester 
AW/PSM-13 (with manual and case), Modulated Carrier Signal Source AT 
1082/PRC, Short Flex Antenna and the longer 7 foot antenna (in a case), 
the Backpack and Handset (Telephone type but flatter). Frequency coverage: 
30-52 MHz and 53-75 MHz FM. All in good working order. Price...$275 
plus shipping. 


Any interest? 


73, Rich WB1ASL 


Message-ID: <418B8B7ACE69D111879B00805F6F281D02269ED4@exccup-25006.mis.tandem. com> 
From: "Brickey, Peter" <peter.brickey@compaq.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Eldico (RELiant) S-118 Comm. System 
Date: Wed, 28 Jul 1999 10:58:32 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Hi, 


Since this topic is active, I thought I would query the group to see if 
anybody 
had an extra transmitter power supply that they would sell I have all of 
the pieces 
except for the 110vAC power supply that supplies the transmitter. I do have 
the 
12vDC supply, but would rather operate the transmitter from AC. 


73's 


End of BOATANCHORS Digest 2620 
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